
DS Creations

Model Numbers Specification

Warranty

Limited Lifetime - to the original end purchaser in 
consumer/residential installations.
5 Years - for industrial/commercial installations.
Refer to www.symmons.com/warranty for complete 
warranty information.

SLW-0123-CYL-1.0 (CDSLW0123-3512-CYL-1.0)
Two Handle Widespread Lavatory Faucet
Installation Guide

 SLW-0123-CYL-1.0
Two Handle Widespread Lavatory Faucet

Two Handle Widespread Lavatory Faucet featuring 
8"-16" mount shall include quarter turn ceramic cartridges, 
1/2" IPS inlet connections, metal drain assembly and 
1.0 gpm (3.8 L/min) aerator.  Faucet shall be made from 
metal construction, plated in standard polished chrome 
finish.

Dimensions

Note:  Dimensions subject to change without notice.

1/2"-14 NPSM

Hole size
1-1/8" (29 mm) min
1-1/2" (38 mm) max

4" (102 mm) min

Flexible hose

  2" dia
(51 mm)

8"(203 mm) min
16"(406 mm) max

Deck thickness 
1-3/8" (35 mm) max

2-3/8" (60 mm)

4-7/16" 
(113 mm)

2" dia
(51 mm)

1" dia
(25 mm)13/16" dia

(21 mm)

Hole size
1-3/8" (35 mm)  min
1-1/2" (38 mm) max

3-15/16"
(100 mm)

 3-7/8"
(99 mm)

5-7/8"
(149 mm)  2-1/2"

(62 mm)

1.5" dia
(38 mm)

 1-7/8"
(48 mm)
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Parts Breakdown

Notes:
1)  Apply a bead of silicone around the perimeter of trim installed 

flush to sink.
2)  Apply plumber tape to all threaded connections.

Replacement Parts
Part Number                        Item

Handle assembly
handle
screw
collar

escutcheon
gasket

RL-058

Aerator & removal tool
�ow rates
1.0 gpm (3.8L /min)

Lift rod

KN-113
identified
by groove

KN-114    (hot)
OFF = CW

KN-113  (cold)
OFF = CCW

Valve cartridge

RL-187

lift rod

stopper 
P-100N 

spout

aerator

handle assembly

collar

handle escutcheon

centerbody

�ex hose
adapter

1/2" valve body

mounting bracket

gasket

valve cartridge

Ordering replacement parts:
Call Symmons customer service at (800) 796-6667,
(781) 848-2250  M-F 7:30 am - 7:00 pm EST or
check our website at www.symmons.com for a
list of Symmons distributors.

gasket

aerator removal tool
(included)

metal drain  
assembly, RL-154LR 

stopper included  

washer
spout
retaining nut

Mounting 
hardware kit

2.0 mm

RL-300-1.0

RL-299

mounting washer

mounting screws

�ex hose

Tools Required for Installation

Adjustable Wrench

Allen Wrench:
Handle (2 mm)

Phillips Head
Screwdriver

Plumber Tape

Plumber Putty

Silicone

WARNING:  This product can expose you to chemicals 
including lead, which is known to the state of California to 
cause cancer, birth defects, or other reproductive harm.  
For more information, go to www.P65Warnings.ca.gov.




